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ENCLOSURE, 3 POINT
ISOLATION MOUNTING

 
DRAWING UNITS UNLESS SPECIFIED: INCHES

DESCRIPTION: XX = 0.5ANGLES:
N/ANEXT ASS'Y:0.000 = 0.010

DECIMAL PLACE
TOLERANCES WWW.CONTROLSINC.COM    330-239-4345 0.00 = 0.030

0.0 = 0.060

UNLESS OTHERWISE SPECIFIED
TOLERANCES ON DIMENSIONS

DESCRIPTION:BY:DATE:REV:

-CX-7500-AS

SCALE  0.250

ALARM HORN

AMP 796095-2
4 POSITION WITH

208800-1 TETHERED
DUST CAP

TURK FKFDW 4.5-0.5
5 POSITION WITH
FSK-CC TETHERED
DUST CAP, TYP x2

ACCESSORY CONNECTOR,
DEUTSCH HDP24-24-31PE

(EXTENDED FEATURE PANELS)

ENGINE HARNESS CONNECTOR,DEUTSCH
HDP24-24-16PE (MECHANICAL)
HDP24-24-21PE (ELECTRONIC)

HOLE PLUG, 0.75
OPTION FOR HEYCO

3213 STRAIN RELIEF,
0.23-> 0.39 BUNDLE

CX-7500-AS SHOWN
SCALE  0.125
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